
Torqmax Two-piece MSPC-SS, MSPX-SS
Stainless steel | With groove, without groove

L M S

M

R

M S

M

R

#technicaldata

www.orbit-antriebstechnik.de © 07/2026

Specifi cations

explained“

Corrosion resistant

Radially mountable

Low weight

Constructively balanced

High temperature resistance

Various shaft diameters

Maximum torque

Tight installation conditions

Size d1 S max. rpm

mm mm mm mm

M

Nm

MSPX-3-3-SS
MSPX-4-4-SS
MSPX-5-5-SS
MSPX-6-6-SS
MSPX-8-8-SS

MSPX-10-10-SS
MSPX-12-12-SS
MSPX-14-14-SS
MSPX-15-15-SS
MSPX-16-16-SS
MSPX-20-20-SS
MSPX-25-25-SS
MSPX-30-30-SS
MSPX-35-35-SS
MSPX-40-40-SS
MSPX-50-50-SS
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M10

0,36
0,36
0,36
1,1
1,1
2,5
2,5
5,4
5,4
5,4
9,6
9,6
9,6
23
23
46

4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000

2
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10
16
32
32
60
60
60
110
110
150
330
400
675

0,054
0,054
0,054
0,054
0,11
0,2
0,2
0,3
0,3
0,3
0,55
0,67
0,98
1,9
2,9
3,6

d2 D L g

Nm

TKmaxTAR

4,6
4,6
4,6
5,9
9

10,6
10,6
12
12
12

15,4
16,9
20,9
26,7
31,8
34,1

Groove DIN 6885/1 Without groove

MSPC-8-8-SS
MSPC-10-10-SS
MSPC-12-12-SS
MSPC-14-14-SS
MSPC-15-15-SS
MSPC-16-16-SS
MSPC-20-20-SS
MSPC-25-25-SS
MSPC-30-30-SS
MSPC-35-35-SS
MSPC-40-40-SS
MSPC-50-50-SS

M= Screw size, TA= Tightening torque, TKmax= Maximum clutch torque, g= Mass, S= Screw position, R= Space requirement

The couplings have honed bores and additional Nypatch® screw locking;
Bore tolerance +0,050mm/+0,012mm

The Torqmax MSPC-SS and MSPX-SS are made of 1.4305 stainless steel as standard. MSPC and MSPX are also available in stainless steel 1.4404 
as an option. Specify the product suffi x -ST when ordering. Order example: MSPC-25-25-ST


